


Introducing the RZ Series 
Our premium RZ Series A/V receivers deliver a significant boost to 
the dynamism, detail, and accuracy of music and movie soundtracks 
for a listening experience that packs deep 
emotional impact. The TX-RZ720 features quality 
components, such as large custom capacitors, 
to provide high instantaneous current for fast 
transients and wideband frequency response 
down to 5 Hz. Discrete non-phase-shift amp 
circuits clearly focus the audio image and cut 
distortion even at floor-shaking volumes.

THX® Certified Select™ Reference Sound 
THX Certified Select guarantees the same high-volume sound 
you experience at a commercial cinema in your home. To gain 
certification, amplifiers must pass the industry’s most severe bench-
tests covering every aspect of audio performance. THX Certified 
Select components are ideally suited to rooms where the screen-
to-seat viewing distance is approximately 3 meters, and the room 
volume is approximately 57 cubic meters.

Unleash Dolby Atmos® or DTS:X™ Home Cinema 
Object-based soundtracks allow independently mixed sound to play 
through any speaker in your system, moving above and around you 
with breathtaking realism. The TX-RZ720 reproduces 5.2.2-channel 
Dolby Atmos or DTS:X formats, 
with AccuReflex correcting the 
phase of direct and indirect sounds  
for cohesive audio imaging with  
Dolby Atmos-enabled speakers.

Upmixing Solutions for Legacy Soundtracks 
DTS Neural:X™ identifies spatial effects in multichannel soundtracks 
and upmixes for 3D playback through object-audio-ready speaker 
systems. Dolby Surround also upmixes legacy sound formats so you 
can experience multidimensional playback of legacy sound formats in 
a Dolby Atmos environment.  

Onkyo Controller Supports Next Generation  
Network Audio 
Onkyo Controller collects streaming services and 
local network audio into an intuitive app. Control 
playback, explore services, and distribute audio 
all over the home via FireConnect™ powered by 
Blackfire from one interface.

Music Made Easy with Chromecast built-in*

Stream any music from your smartphone, laptop, or PC to the  
TX-RZ720 with ease. Control playback with Chromecast-enabled 
apps you know and love from your 
iPhone, iPad, Android™ phone or 
tablet, Mac or Windows® laptop, or 
Chromebook™.  

Stream Anything with DTS Play-Fi®*

DTS Play-Fi is a protocol that 
works with any audio app on 
mobiles and PC. Flick whatever’s 
playing to the receiver, even 
different sources to different 
components at the same time.

FireConnect™���8�J�S�F�M�F�T�T���.�V�M�U�J���S�P�P�N���"�V�E�J�P��
FireConnect™ mirrors network audio and external analog sources 
connected to a master component—from streaming services to vinyl 
records—on FireConnect™-compatible speakers in other rooms. 
Music selection, speaker grouping, and playback management across 
the home are built into Onkyo Controller app for iOS and Android.

�8�J���'�J®, AirPlay, Spotify®, and Bluetooth® 
Selectable 5 GHz/2.4 GHz Wi-Fi® assures a stable connection so 
you can stream over AirPlay, the Spotify app, and the local network. 
Bluetooth wireless technology provides simple streaming from your 
choice of app.

Internet Radio and Streaming Services 
TIDAL, Deezer, Pandora®, and TuneIn are on board to make 
selecting from a massive range of music and radio programs using 
Onkyo Controller very simple. 
Note: Pandora is available in Australia and New Zealand only.

Supports HDR10, HLG, Dolby Vision™, BT.2020,  
4K/60 Hz, and HDCP 2.2 
Six rear HDMI® inputs, Main Out, and Zone 2 Out support  
pass-through of HDR10, HLG (Hybrid Log-Gamma), and Dolby 
Vision; the BT.2020 4K video standard; 4K/60 Hz video playback; and 
HDCP 2.2 for premium video content. Front HDMI terminal is ideal 
for video camera connection, while the Zone 2 output distributes 
home cinema video to a display in a second room.

TX-RZ720  7.2-Channel Network A/V Receiver

 SPECIFICATIONS

Due to a policy of continuous product improvement, Onkyo reserves the right to change specifications and appearance without notice. THX and the THX logo are trademarks of THX Ltd., registered in the U.S. and other countries. THX CERTIFIED SELECT and the THX SELECT 
application icon are trademarks of THX Ltd. Dolby, Dolby Atmos, Dolby Surround, Dolby Vision, and the double-D symbol are trademarks of Dolby Laboratories. For DTS patents, see http://patents.dts.com. Manufactured under license from DTS, Inc. DTS, the Symbol, DTS and the 
Symbol together, DTS:X, the DTS:X logo, Play-Fi, and the Play-Fi logo are registered trademarks or trademarks of DTS, Inc. in the United States and/or other countries. © DTS, Inc. All Rights Reserved. The terms HDMI, the HDMI logo, and High-Definition Multimedia Interface are 
trademarks or registered trademarks of HDMI Licensing LLC in the United States and other countries. The Bluetooth® word mark and logos are owned by the Bluetooth SIG, Inc. IOS is a trademark upon which Cisco holds the trademark in the US and other countries. AirPlay, iPad, iPhone, 
iPod, iPod touch, iTunes, and Mac are trademarks of Apple Inc., registered in the U.S. and other countries. App Store is a service mark of Apple Inc., registered in the U.S. and other countries. “Made for iPod”, “Made for iPhone” and “Made for iPad” mean that an electronic accessory has 
been designed to connect specifically to iPod, iPhone, or iPad, respectively, and has been certified by the developer to meet Apple performance standards. Apple is not responsible for the operation of this device or its compliance with safety and regulatory standards. Please note that the 
use of this accessory with iPod, iPhone or iPad may affect wireless performance. AirPlay works with iPhone, iPad, and iPod touch with iOS 4.3.3 or later, Mac with OS X Mountain Lion or later, and PC with iTunes 10.2.2 or later. Android, Google Play, Chromebook and Chromecast built-
in are trademarks of Google Inc. Wi-Fi® is a registered trademark of the Wi-Fi Alliance. The Wi-Fi CERTIFIED Logo is a certification mark of the Wi-Fi Alliance. Spotify and the Spotify logo are trademarks of the Spotify Group, registered in the U.S. and other countries. Products displaying 
the Hi-Res Audio logo conform to the Hi-Res Audio standard as defined by Japan Audio Society. The Hi-Res Audio logo is used under license from Japan Audio Society. FireConnect™ is a technology based on Blackfire provided by Blackfire Research Corp., USA. Onkyo Controller, Music 
Optimizer, Theater-Dimensional, VLSC, and AccuEQ are trademarks of Onkyo Corporation. All other trademarks and registered trademarks are the property of their respective holders.
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Amplifier Section
Power Output
All Channels	 175 W/Ch (6 �, 1 kHz, 1% THD,  
		  1 Channel Driven, IEC) 
Dynamic Power	 250 W (3 �, Front) 
		  220 W (4 �, Front) 
		  130 W (8 �, Front)
THD+N (Total Harmonic Distortion + Noise) 
		  0.08% (20 Hz–20 kHz, Half Power)  
Input Sensitivity and Impedance  
		  200 mV/47 k� (Line) 
		  3.5 mV/47 k� (Phono)
Rated RCA Output Level and Impedance  
		  1 V/470 � (Subwoofer Pre Out) 
		  1 V/2.3 k� (Zone Pre Out) 
		  200 mV/2.3 k� (Zone Line Out) 
Frequency Response	 5 Hz–100 kHz/+1 dB, -3 dB (Direct Mode) 
Tone Control	 ±10 dB, 90 Hz (Bass) 
		  ±10 dB, 7.5 kHz (Treble) 
Signal-to-Noise Ratio	 106 dB (Line, IHF-A) 
Speaker Impedance	 4 �–16 �

Video Section
Input Sensitivity/Output Level and Impedance 	
	 Video	 1.0 Vp–p/75 � (Component Y) 
		  0.7 Vp–p/75 � (Component PB/CB, PR/CR) 
		  1.0 Vp–p/75 � (Composite) 

Tuner Section
Tuning Frequency Range 	
	 FM	 87.5 MHz–108 MHz 
	 AM	 522 kHz–1,611 kHz 
		  530 kHz–1,710 kHz
FM/AM Preset Memory 	40 Stations

General
Power Supply 	 AC 220–240 V~, 50/60 Hz 60 Hz
Power Consumption 	 600 W  
No-Sound Power Consumption  
	  	 65 W  
Standby Power Consumption  
	  	 0.15 W  
�%�J�N�F�O�T�J�P�O�T���	�8���Y���)���Y���%�
	435 x 177 x 378 mm	
�8�F�J�H�I�U	 10.5 kg 

CARTON
�%�J�N�F�O�T�J�P�O�T���	�8���Y���)���Y���%�
	546 x 256 x 452 mm	
�8�F�J�H�I�U	 13.5 kg   

Supplied Accessories
�r���1�P�X�F�S���D�P�S�E�����r���*�O�E�P�P�S���'�.���B�O�U�F�O�O�B�����r���"�.���M�P�P�Q���B�O�U�F�O�O�B���� 
�r���4�Q�F�B�L�F�S���T�F�U�V�Q���N�J�D�S�P�Q�I�P�O�F�����r���2�V�J�D�L���4�U�B�S�U���(�V�J�E�F�����r���#�B�T�J�D���N�B�O�V�B�M���� 
�r���3�F�N�P�U�F���D�P�O�U�S�P�M�M�F�S�����r���"�"�"���	�3�����
���C�B�U�U�F�S�J�F�T���Y����

Text on receiver may 
vary with region.

Note: Sharing audio from external inputs depends on the model and is enabled with 
a future firmware update. Sampling rates of 44.1 kHz and 48 kHz are supported. 
FireConnect™ is a technology based on Blackfire provided by Blackfire Research 
Corp., USA.

* Requires a future firmware update.

Customized high-current 
capacitors


